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DESKOVE VYMENIKY

Zakaznik: ETE
Poptavkaé.: Specifikaceg.: 4/2065/14
Zpracoval: David Vaia Datum:; 12.9.2014 Cislo poz.:

SPECIFIKACE DESKOVEHO VYM ENIKU G-MAR VT20 CDS-16

Vypoétova data pro patet vyménika zapojenych paralelr& a v sérii:

Thermal data for unit(s) in parallel and unit(s) in series: 1/ 1

tepla strana / hot side  studend strana /cold side
Médium / Media: ISO VG 32 Water
Media group acc. PED 97/23/EC: Group 2 - others Group 2 - others
Vykon / Heat exchanged: 133.16 kw
Hmotnostni pratok / Mass flow: 7134 29907 kag/h
Objemovy pritok / Volume flow: 8.40 30.00 m3/h
Teplota vstupni / Temperature inlet: 63.00 21.00 °C
Teplota vystupni / Temperature outlet: 29.00 24.84 °C
Tlakova ztrata / Pressure drop: 4.707 8.705 kPa
Pracovni tlak / Working pressure inlet: 10.00 10.00 barg
Objem / Filling volume: 0.03546 0.03444 m3
Vlastnosti médii / Product properties
Hustota / Density: 849.23 996.91 kg/m3
M érna tepelna kapacita / Heat capacity: 1976.46 4177.56 J/kgK
Tepelna vodivost / Thermal conductivity: 0.13158 0.60617 W/mK
Viskosita vstupni / Dyn. viscosity inlet: 11.518 0.982 cP
Viskosita vystupni / Dyn. viscosity outlet: 44.186 0.896 cP
Udaje o zaizeni / Unit Data
Typ desek / Plate Type: VT20H L
Plocha prestupu / Heat transfer area (total / per unit): 17.68 17.68 m2
Pocet desek / Number of plates (total / per unit): 70 70
Sila desky / Plate thickness: 0.60 mm
LMTD: 19.31 K
Rezervni plocha / Surface margin: 4.36 %
Material desek / Plate material: AISI316
Material a typ tésnéni / Gasket material & Gasket type: NBR glueless
Vnit ¥ni pritok / Internal flow (passes x channels): 1x35 1x34
Pocet ramia / No. of frames (par. / ser. / total): 1 1 1
Material a Uprava ramu / Frame material & surface: S355J2+N painted RAL5002

Pripojeni a pozice jsou definovany v fipojeném vykresu.
The connection types and positions are defined ité¢ attached dimension sheet.

Navrhova teplota / Design temp.:  Min.:  0.00/0.00 Max.: 110.00/110.00 °C
Navrhovy tlak / Design pressure:  Min.: 0.00/0.00 Max.: 12.00/12.00 barg
Test. tlak / Test pressure: 15.60/15.60 barg Design code: PED 97/23/EC AD-2000 Checkfactor 1.3
PED category: Art.3, Abs. 3, ,

Conformity assessment diagram: Medium innocuous and steam pressure at Tdesigrixbaig
Typ/poznamky /

Type/Remarks:

Cena za ks / Celkova cena: K¢
Poznamky: Cena je uvedena bez DPH.
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Type: VT20 CDS-16

Dimensions of drawing in
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n: {660 mm S1:/40.00 mm | a-max 310 mm empty weight: |462 kg
frame:
k: {570 mm S2:140.00 mm |a-max 308 mm max. total 526 kg
actual: weight:
I: {620 mm
Po [Size |[Tvoe Media In |Out|Add |m
1F |DN65 [Weld neck flange DIN 2633 ISO VG 32 X - - 128
2F |DN65 |Weld neck flange DIN 2633 Water - X - 128
3F |DN65 |Weld neck flange DIN 2633 Water X - - 128
4F |DN65 |Weld neck flange DIN 2633 ISO VG 32 - X - 128
- %
Weld neck flange
DIN2633
AISI316Ti
PN16
1F;2F;3F;4F
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